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Dimensions

Inlet flange size

H 145

Valve size (NB) 25 

160

40

182

50

182

65

220

80

280

100

305

125

330

150

Lifting in MM 25

øD

25 30 35 35 50 60 65

Outlet flange size

50 65 80 80 100 150 150 200

25 40 50 65 80 100 125 150

125 176 176 251 251 304 354 354

Materials

Part no. Part Name WCB

1 Body A 216 WCB

2 Bonnet

3 Plug

4 Plug nut

5 Stem

6

7 Gland flower

8

9

10

Bonnet stud A 193 B7

11

Bonnet nut A 194 2H

12

13

14

15

Handwheel SG Iron

Handwheel nut

Name plate

CF8

A 351 CF8

A 193 B8

CF8M

A 351 CF8M

A 193 B8

A 216 WCB A 351 CF8 A 351 CF8M

A 194 Gr. 8 A 194 Gr. 8

Carbon steel Stainless steel Stainless steel

SG Iron SG Iron

Stainless steel

Gland packing Graphite / PTFE

A 479 Type304 A 479 Type304 A 479 Type316

A 479 Type304 A 479 Type304 A 479 Type316

A 479 Type304 A 479 Type304 A 479 Type316

A 216 WCB A 351 CF8 A 351 CF8M

Yoke bush NI - Resist

A 194 2H

A 193 B8 A 193 B8

A 194 Gr. 8 A 194 Gr. 8

Eye bolts

Eye bolt nuts

A 307 Gr. B

FLUSH BOTTOM VALVE CLASS 150

Design

End connection ASME B 16.5 / DIN2501 / BS 10

Pressure/temperature rating per ASME B16.34

Testing per API 598

Bolted bonnet

Outside screw and yoke

Required dimension

Stirrer height

Pad thickness 

Pad inside diameter

Pad PCD and No of holes

Pad out side diameter

Features :

Standard plug rising to open

Plug lowering to open option

Heating Jacket

Cylinder actuator operated
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